
JA-101K JA-106K JA-110G-CO

PW

JA-120PW JA-110ST JA-111ST JA-111M

PC

JA-120PC

PB

JA-120PB

JA-110P JA-111P JA-111P-WG JA-111P-WW JA-111TH

SH

JA-111SH JA-110F JA-110B JA-110C

2

JA-112E

2

JA-114E

2

JA-113E JA-192E JA-122E JA-123E

RS-485

JA-121T

PG4x

JA-114HN

16x

EXP

JA-116H

8x

EXP

JA-118M JA-111H JA-111H TRB JA-110M JA-111H-AD TRB

SEP

JA-110T JA-120N

PG

JA-110N

PG

JA-110N-DIN

PG

JA-111N JA-1X1A-C-GR JA-1X1A-C-GR-B JA-1X1A-C-ST JA-1X1A-C-ST-B JA-1X1A-C-WH JA-1X1A-C-WH-B JA-112J JA-110R

JA-110R 80 JA-111R

TMP

JA-110Z JA-110A JA-111A JA-110TP

CEN

JA-101K

CEN

JA-106K

CO

JA-110G-CO JA-120PW

S

JA-110ST

S

JA-111ST JA-111M JA-120PC JA-120PB

JA-110P JA-111P JA-111P-WG JA-111P-WW JA-111TH JA-111SH JA-110F JA-110B JA-110C

2

JA-112E

2

JA-114E

2

JA-113E JA-192E

RFID

JA-122E

RFID

JA-123E

RS-485

JA-121T

4x
PG

JA-114HN

16x

JA-116H

8x

JA-118M JA-111H JA-111H TRB JA-110M JA-111H-AD TRB JA-110T JA-120N

16A/250V
PG

JA-110N

DIN PG

JA-110N-DIN

2A/60V
PG

JA-111N JA-1X1A-C-GR JA-1X1A-C-GR-B JA-1X1A-C-ST JA-1X1A-C-ST-B JA-1X1A-C-WH JA-1X1A-C-WH-B JA-112J JA-110R

JA-110R 80 JA-111R

TMP

JA-110Z JA-110A JA-111A JA-110TP



IR

JA-151-IR

IR

JA-150-IR

PW

JA-180W JA-151ST JA-150ST JA-151ST JA-152NM JA-182M JA-151M

JA-151MB JA-150M JA-181M JA-150MB

ECO

JA-150P

PC

JA-160PC JA-186P JA-185P

PB

JA-180PB

JA-151P JA-151P-WG JA-151P-WW JA-151TH JA-182SH JA-180G JA-158P JA-159P JA-157P

JA-152E

2

JA-154E JA-153E JA-192E JA-150EM-DIN JA-150G-CO

PG

JA-151N

PG

JA-150N

PG

AC-160-DIN

JA-1X1A-C-GR JA-1X1A-C-GR-B JA-1X1A-C-ST JA-1X1A-C-ST-B JA-1X1A-C-WH JA-1X1A-C-WH-B JA-189J JA-188J JA-150R

JA-150A JA-180A JA-151A JA-163A RB JA-150TP

JA-151-IR JA-150-IR JA-180W

S

JA-151ST

S

JA-150ST

S

JA-151ST JA-152NM JA-182M JA-151M

JA-151MB JA-150M JA-181M JA-150MB JA-150P JA-160PC JA-186P JA-185P JA-180PB

JA-151P JA-151P-WG JA-151P-WW JA-151TH JA-182SH

G

JA-180G JA-158P JA-159P JA-157P

JA-152E

2

JA-154E JA-153E JA-192E

DIN

JA-150EM-DIN

CO

JA-150G-CO

1A/12V
PG

JA-151N

10A/250V
PG

JA-150N

DIN PG

AC-160-DIN

JA-1X1A-C-GR JA-1X1A-C-GR-B JA-1X1A-C-ST JA-1X1A-C-ST-B JA-1X1A-C-WH JA-1X1A-C-WH-B JA-189J JA-188J JA-150R

JA-150A JA-180A JA-151A JA-163A RB JA-150TP

JA-151P JA-151P-WG JA-151P-WW JA-151TH JA-182SH JA-180G JA-158P JA-159P JA-157P

JA-152E

22

JA-154E JA-153E JA-192E JA-150EM-DIN JA-150G-CO

PG

JA-151N

PG

JA-150N

PG

AC-160-DIN

JA-1X1A-C-GR JA-1X1A-C-GR-B JA-1X1A-C-ST JA-1X1A-C-ST-B JA-1X1A-C-WH JA-1X1A-C-WH-B JA-189J JA-188J JA-150R

JA-150A JA-180A JA-151A JA-163A RB JA-150TP

JA-151-IR JA-150-IR JA-180W

S

JA-151ST

S

JA-150ST

S

JA-151ST JA-152NM JA-182M JA-151M

JA-151MB JA-150M JA-181M JA-150MB JA-150P JA-160PC JA-186P JA-185P JA-180PB

JA-151P JA-151P-WG JA-151P-WW JA-151TH JA-182SH

G

JA-180G JA-158P JA-159P JA-157P

JA-152E

222

JA-154E JA-153E JA-192E

DIN

JA-150EM-DIN

CO

JA-150G-CO

1A/12V
PG

JA-151N

10A/250V
PG

JA-150N

DIN PG

AC-160-DIN

JA-1X1A-C-GR JA-1X1A-C-GR-B JA-1X1A-C-ST JA-1X1A-C-ST-B JA-1X1A-C-WH JA-1X1A-C-WH-B JA-189J JA-188J JA-150R

JA-150A JA-180A JA-151A JA-163A RB JA-150TP

IR

JA-151-IR

IR

JA-150-IR

PW

JA-180W JA-151ST JA-150ST JA-151ST JA-152NM JA-182M JA-151M

JA-151MB JA-150M JA-181M JA-150MB

ECO

JA-150P

PC

JA-160PC JA-186P JA-185P

PB

JA-180PB
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